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Deutsch: Technisches Datenblatt EPDM 70-335  
 
 

Jederzeitige Änderungen vorbehalten. 
Alle in diesem technischen Datenblatt erhaltenen Angaben stellen Richtwerte dar, welche sich als langjährige 
Durchschnittswerte erprobt haben. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

EPDM/70-335 EPDM 70-335, 70° ± 5 Sh.A, ELL,W270 Stärke 1 bis 10 mm Stand: 31.05.2016 

Härte (Shore A) DIN ISO 7619-1: 65-75 Sh.A 

Farbe: schwarz 

Dichte (g/cm3) : 1,09 

Temperaturbereich:  -30 to + 100°C 

Druckverformungsrest DIN ISO 815 B (24 
h, 150°C, 25%):  

<15 % 

Reißdehnung (S2, 23°C)(DIN 53504): 170 % 

Zugfestigkeit (S2, 23°C)(DIN 53504): >15 MPa 

Spannungswert 100 % (S2, 23°C)(DIN  
53504): 

7,1 MPa 

Bemerkung: 

Erfüllt Prüfzeugnisse: 
(EG) Nr. 1935/2004, (EG) Nr. 2023/2006, 
ACS bis 08/2020, ADI Free, FDA 21.CFR 177.2600, 
Elastomerleitlinie  bis 06/2019, W270 bis 03/2019, 
WRAS bis 04/2020 
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English: Technical data sheet  EPDM 70-335 

 

EPDM/70-335 
EPDM 70-335, 70° ± 5 Sh.A, ELL, W270 thickness until 10 
mm 

date: 31.05.2016 

hardness (Shore A) DIN ISO 7619-1: 65-75 Sh.A 

color: black 

density (g/cm3): 1,09 

temperature range: -30 to + 100°C 

compression set value DIN ISO 815 B 
(24 h, 150°C, 25%): 

<15 % 

elongation at break (S2, 23°C)(DIN 
53504): 

170 % 

tear strength (S2, 23°C)(DIN 53504): >15 MPa 

modulus 100 % (S2, 23°C)(DIN  
53504): 

7,1 MPa 

Remarks: 

Meets test certificates: 
(EG) Nr. 1935/2004, (EG) Nr. 2023/2006, 
ACS until 08/2020, ADI Free, FDA 21.CFR 177.2600, 
Elastomerleitlinie until 06/2019, W270 until 03/2019, 
WRAS until 04/2020 

 
 
Subject to alteration without prior notice. 
All mentioned properties contained in this technical data sheet are reference values representing long-term experience 
averages. 
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